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O1 Billboard LED Screen

© Pixel Pitch: P2.5/P3/P4/P5/P6/P8/P10
& Cabinet Size: 960*960*120mm
® Weight: 28kg

@ Cabinet Material: Magnesium Alloy

P2.5 to P10 outdoor modules available

Universal module size: 320*160mm




O3 Thinner and lighter

28 kg/m2 and 20% thinner than iron cabinet, saving
transportation space, reducing delivery weight and
bearing requirements of buildings and steel structures.

CNC process, contour tolerance £0.1mm, planeness tolerance<0.5mm.
Integral moulding, indeformable. fast assembly




O35 Explosive View

Power Connector

O6 Multi-function

advertising fixed installation, adding
flying bar, connectors and fast lock
for rental, adding rubber cushion and
bracket for perimeter display




O7" specifications

Pixel Pitch

Brightness

Pixel Configuration

Cray Scale

Refresh Rate

Pixel Matrix Per Panel
Pixel Matrix Per Sq.M
Viewing Angle (H/V)

Power Consumption (Max/Avg)

IP Rate

Input Voltage (AC)

Panel Size (W*H*D)

Panel Material

Panel Weight

Operating Temperature

2.5mm

6000nits

SMD

65536

21920Hz

384*384

160,000

140/140 deg.

800/300

IP65

100 ~ 240

960%960%120

Magnesium

28 Kgs

-20 ~ +60°C

3.076mm

6000nits

SMD

65536

21920Hz

312*312

105,625

140/140 deg.

800/300

IPG5

100 ~ 240

9607960120

Magnesium

28 Kgs

-20 ~+60°C

6000nits

SMD

65536

21920Hz

2407240

62,500

140/140 deg.

800/300

IPG5

100 ~ 240

9607960120

Magnesium

28 Kgs

-20 ~+60°C

6000nits

SMD

65536

21920Hz

1927192

40,000

140/140 deg.

800/300

IP65

100 ~ 240

9607960120

Magnhesium

28 Kgs

-20 ~+60°C

Energy Saving

Waterproof

N

Easy Repair

6.667mm

6000nits

SMD

65536

21920Hz

144*1 44

22,498

140/140 deg.

800/300

IPG5

100 ~ 240

9607960120

Magnesium

28 Kgs

-20 ~+60°C

6000nits

SMD

65536

21920Hz

120*120

15:625

140/140 deg.

800/300

IPG5

100 ~ 240

9607960120

Magnesium

28 Kgs

-20 ~+60°C

Wide Angle

Lighter & Thinner

10mm
6000nits
SMD
65536
>1920Hz
9696
10,000
140/140 deg.
800/300
IPG5
100 ~ 240
960*960*120
Magnesium
28 Kgs

-20 ~+60°C
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En Hunan Legida Technology Co.,Ltd E-mail: legida@legidatech.com

L Mobile: +86 185 6949 2693 & website: www.legidatech.com

Q@ Address: 301-1, Third Floor, C5 Building, HuangJin Industrial Zone, WangCheng Economy
Development District, Changsha, China .




